Item No. 1-1

Mr. Miller

Date: 1/20/05
REVISION TO 2006 STANDARD SPECIFICATIONS

SECTION 106, BEGIN LINE 3, DELETE AND INSERT AS FOLLOWS:

106.01 Source of Supply and Quality Requirements

The Contractor may-bereguired-te shall furnish the Engineer with a complete
statement of the origin, composition, and manufacture of any or all materials to be used
in the construction of the work at the Preconstruction Conference. If, during the course
of the contract, changes or additions to the statement are required, the Contractor shall
provide the mformatlon 5 worklng days prior to the source supplylng materlals to the site

SECTION 106, AFTER LINE 45, INSERT AS FOLLOWS:

The basis for use of materials shown in the List of Approved or Prequalified
Materials will be the Engineer’s verification that the materials provided are included in
the List of Approved or Prequalified Materials.

Other sections containing General Instructions to Field Employees
specific cross references: Update Required? Y__ N__
By - Additional or Revision
Frequency Manual
NONE Update Required? Y N
By — Addition or Revision

Recurring Special Provisions Standard Sheets potentially affected:
potentially affected:

106-C-074 NONE
Motion: Mr. Action: Passed as submitted; revised
Second: Mr. Effective - Letting
Ayes: Supplementals
Nays:

Withdrawn. Resubmit?

Received FHWA Approval?



To facilitate the automation of contract sampling and testing requirements through
SiteManager, this specification modification needs to be made, Although INDOT request this
information from the contractor the specifications do not require the submittal presently.
INDOT specifications allow contractors various options for many materials and to facilitate the
automation process, settings must be made to reflect these options. The Distwict Testing
Engineers will be responsible for making these setting changes after being informed by the
contractor.

Spec Page Section Line Remarks

106 107 106.01 1 Delete and Insert the following:

Engineer with a complete statement of the origin, composition, and manufacture of any or all

materials to be used in the construction of the work at the Preconstruction Conference, If,

during the course of the contract, changes or additions to the statement are required, the
contractor shall provide the information 5 working days prior to the source supplying materials

1o the site.
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